
Cord Operated Curtain Pole System

Silent Gliss® 6120M Metropole 
30mm

Product Information



Profile, Bending and Specification Information

 
6106

Specification Information - for download refer to www.silentgliss.co.uk (password required).

How To Measure
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B

Stack Size Calculation Wave Standard

Wave standard with roller gliders

System Dimensions



Maximum curtain weights

(kg max.)
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Standard Application with Glider Standard Application with Roller/ Wave Roller

(kg max.)
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Wave maximum curtain weights

A 
greater weight may be achieved using wave roller glider 6098W (refer to table above right).

Design Options

Endcaps

Finials



H I J

E F G

A B C D

K L M

Wave Standard curtain heading system

60
80

6345

6315

6346 3582 6349 6363

6364 6365 6007

10075 10076

6098W

(80mm glider cord only)



Fitting Information

Bracket positioning

7 cm 60 cm 60 cm 7 cm

Fitting of track to brackets

A B C

D E

Fitting bent tracks

Note: all bent Metropole systems are supplied with adjustable 
brackets 11209 as standard.

Fitting Options



Wall fix with adjustable Smart Fix bracket 11209

Note: all bent Metropole systems are supplied with adjustable brackets 11209 as standard.

Wall fix with Pillar bracket 0674

115
50

25

Ceiling fix with support 6138P

3

40
13

Ceiling fix with support 6138P2

9

45
13.5



Ceiling fix with support 6138P6

45
13.5

6

Ceiling fix with top fix bracket 0335

X

30

Wall fix with maxi adjustable bracket 0334

X
Y

Wall fitting with Smart Fix with slot 11206-11208



Wall fitting with Square Smart Fix with slot 11216-11218

X

Standard Accessories

Optional Accessories

Single Parts



Sets

Wave Accessories



Useful measurements

126 49
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